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3.4. PREMI EUROPEU DINTERVENCIO EN EL PATRIMONI ARQUITECTONIC AADIPA. CATEGORIA A INTERVENCIO EN EL PATRIMONI CONSTRUIT. £ZUROFEAN AWARD FOR ARCHITECTURAL HERITAGE INTERVENTION AADIA. CATEGORY A INTERVENTION IV BUILT HERITAGE.
REFORMA DE L'EDIFICI "BANCA CATALANA" PER A HOTEL (FINALITZAT MAIG 2013). AEMOVATION OF BANCA CATUAMA” BIONGE WTD HOTEL (FIMSHED #AY 2073 LET1T Y supereiciE REFORMARENOMATION SUREICE=4.937,95m?

E. 1:500

A: PILAR PLANTA SUPERIOR.

B: 2IPN—400 EXISTENTS.

C: TANCAMENT DE VIDRE EXISTENT.
D: FALS SOSTRE DE FUSTA EXISTENT.
E: TANCAMENT  FIXE DE  VIDRE
LAMINAT 6+6/12/6 COL.LOCAT AMB
"L" INFERIOR | SUPERIOR D'ACER
INOXIDABLE | SILICONA.

F: CORTINA  ENROTLLABLE  TIPUS
"SCREEN FOSCURIT"

G: PAVIMENT ORIGINAL RECUPERAT A
BASE DE PECES DE TERRAZO.

H: FALS SOSTRE EXISTENT A BASE
DE PERFILS TUBULARS | XAPA
D’ACER INOXIDABLE.

I: FORJAT EXISTENT.

J: UPN—200 EXISTENT.

K: AILLAMENT TIPUS A BASE DE
PROJECTAT D'ESCUMA DE POLIURETA.
REVESTIMENT A BASE DE  XAPA
D'ACER GALVANITZAT DE 3mm. DE
GRUIX.

L: XAPA EXISTENT D'ACER
INOXIDABLE RECOL.LOCADA UN COP
MICROPERFORADA AMB FORATS DE
3mm. DE DIAMETRE.

M: CORTINER A BASE DE FUSTA DM
LACAT.

N:  TAPETA  LONGITUDINAL  D'ACER
GALVANITZAT DE 3mm. DE GRUIX

O: PILAR PLANTA INFERIOR.

P: PANELL DE FAGANA EXISTENT.

Q: MOQUETA TIPUS LLOSETA
ADHERIDA SOBRE PAVIMENT EXISTENT.
R: HEB—200 EXISTENT.

S: GUIA DE CORTINA INTERIOR.

T PAVIMENT EXISTENT A
ENDERROCAR.

U: CAPA DE COMPRESSIO EXISTENT
EN FORJAT A ENDERROCAR, INCLOS
XAPA METAL.LICA DE SUPORT.

V: JARDINERA EXISTENT.

W: CANAL DE RECOLLIDA D'AIGUES
PLUVIALS A BASE DE XAPA D'ACER
INOXIDABLE PLEGADA DE 2mm. DE
GRUIX. DE TOT EL LLARG DE LA
FAGANA.

X: XAPA EXISTENT D'ACER
INOXIDABLE RECOL.LOCADA UN COP
MICROPERFORADA AMB FORATS DE
3mm. DE DIAMETRE.

Y: COSTELLES PER A SUBJECCIO DE
XAPA EXTERIOR A BASE DE TUBS
40x40x2mm.

Z: ESTRUCTURA A BASE DE TUBS
40x40x2mm.

1: VIDRE LAMINAT ~ TRANSLUCID
5+5mm. FIXE AMB JUNTA ESTANCA
DE GOMA  SOBRE ESTRUCTURA
TUBULAR.

2: VIDRE LAMINAT ~ TRANSLOCID
5+5mm. COL.LOCAT RECOLZAT AMB
JUNTA DE GOMA ESTANCA SOBRE
VIDRES LATERALS FIXES.

3:  TAPETA  LONGITUDINAL  D'ACER
GALVANITZAT DE 1,5mm. DE GRUIX.
4: GUIA PER A GONDOLA DE NETEJA
A BASE DE PERFILS ESTRUCTURALS
TIPUS IPN, RECOLZATS EN
ESTRUCTURA EXISTENT.

==

=

T T T
] e e s i
‘LJL . ( J‘

L

0 L I I | \ﬁw

N

NI

INRIIERIN

INRIIEN

|
[
IHRININNIN
INRIIANIE

| I
| I
| I
| I
| I
| I
| |

“\
]
T L]
il ]

INRININNIN

/N AN NS 2N N

0L |

.
FACANA

A: UPPER FLOOR PILLAR.
B: 2 EXISTING IPN—400 PROFILES.

O EXISTING GLASS CLOSURE.

: EXISTING — FALSE — CEILING — OF
WooD.
£ FIXED FACADE OF  LAMINATED
GLASS 6+6/12/6 PLACED IN TOP
AND  BOTIOM — L—PROFILES — OF
STAINLESS STEEL WITH SILICONE.

Fr RETRACTABLE CURTAIN OF TYPE
“SCREEN FOSCURIT".

G RESTORED  ORIGINAL - PAVEMENT
OF TERRAZZO.

o EXISTING  FALSE ~ CELING OF ==
METAL TUBES AND STAINLESS STEEL
SHEETS,

/- EXISTING FLOOR.

Jo EXISTING UPN—-200 PRO
K: SPRAY=APPLIED ~ POLY(
FOAM  INSULATION.  CLADDING — OF
CALVANIZED — STEEL — OF 3 MM /
THICKNESS.

/: EXISTING STAINLESS STEEL SHEET,
REINSTALLED  AFTER 93 MM MICRO
PERFORATION.

- CURTAIN ~ RAIL  COVER  OF
LACQUERED MDF PANEL.

N: LINEAR GALVANIZED STEEL COVER
OF 3 MM THICKNESS.

O: LOWER FLOOR PILLAR.

P: EXISTING FACADE PANEL.

O: CARPET TILE
PAVEMENT.

R EXISTING HEB—200 PROFILE.
S: INTERIOR CURTAIN RAIL.

& EXISTING
DEMOLISH.

COMPRESSION ~ SLAB 7O DEMOLISH,
INCLUDING
SHEET.
Ve EXISTING PLANT BOX.

We RAINWATER GUTTER OF FOLDED
STAINLESS  STEEL SHEET OF 2 MM
THICKNESS, — ALONGSIDE — COMPLETE
FACADE.

4 EXISTING STAINLESS STEEL
SHEET, REINSTALLED AFTER 23 MM
MICRO PERFORATION.

Y TUBULAR SUPPORTS OF 40X40X2
MM FOR EXTERIOR CLADDING.

Z: STRUCTURE OF METAL TUBES OF
4OX40X2 MM,

. FIXED  TRANSLUCENT — LAMINATED
GLASS
WATERPROOF  RUBBER — JOINT IV
TUBULAR STRUCTURE.

20 TRANSLUCENT — LAMINATED  GLASS

WATERPROOF  RUBBER — JOINT OV
ADJOINING  FIXED GLASS.

I LINEAR GALVANMIZED STEEL COVER
OF 1.5 MM THICKNESS.

4. RAIL OF METAL IPN PROFILE FOR
CLEANING—CRADLE,
EXISTING STRUCTURE.
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FIXED ON  EXISTING

ESTAT PREVI REFORMA.. .S;MTUS BEFORE RENOVATION
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ESTAT PREVI REFORMA. STATUS BEFORE RENOVATION
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OBRA ACABADA. N/SHED RENOVATION
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